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In the last two decades, there has been growing interest in silicon-based photonic devices for many optical applications: telecommunica-
tions, interconnects and biosensors. In this work, an advance overview of our results in this field is presented. Proposed devices allow
overcoming silicon intrinsic drawbacks limiting its application as a photonic substrate. Taking advantages of both non-linear and linear
effects, size reduction at nanometric scale and new two-dimensional emerging materials, we have obtained a progressive increase in device
performance along the last years. In this work we show that a suitable design of a thin photonic crystal slab realized in silicon nitride
can exhibit a very strong field enhancement. This result is very promising for all photonic silicon devices based on nonlinear phenomena.
Moreover we report on the fabrication and characterization of silicon photodetectors working at near-infrared wavelengths based on the
internal photoemission absorption in a Schottky junction. We show as an increase in device performance can be obtained by coupling
light into both micro-resonant cavity and waveguiding structures. In addition, replacing metal with graphene in a Schottky junction, a
further improve in PD performance can be achieved. Finally, silicon-based microarray for biomedical applications, are reported. Microarray
of porous silicon Bragg reflectors on a crystalline silicon substrate have been realized using a technological process based on standard
photolithography and electrochemical anodization of the silicon. Our insights show that silicon is a promising platform for the integration
of various optical functionalities on the same chip opening new frontiers in the field of low-cost silicon micro and nanophotonics.
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1 INTRODUCTION
Silicon (Si) photonics, at both micro- and nano-metric scale,
is a technology for implementing various optical functionali-
ties in silicon, offering the potential for largescale integration
of multiple optical and electronic functions on a single silicon
chip. This should result in revolutionizing applications in mi-
croelectronics in telecommunications (integrated optical cir-
cuits), and in biological and chemical sensing. Significant ad-
vantages exist when using silicon as the base material for such
devices: in particular, the vast amount of research now avail-
able to designers and process engineers on all aspects of the
material system, as well as the established, global silicon pro-
cessing industry that has evolved from almost six decades of
silicon-based microelectronics fabrication. Silicon wafers have
the lowest cost per unit area and the highest crystal quality of
any semiconductor material. The industry is able to produce
microprocessors with hundreds of millions of components all
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integrated onto thumb-sized chips and offers them at such
low prices that they are increasingly used in consumer elec-
tronics. Silicon manufacturing represents the most spectacular
convergence of technological sophistication and economics of
scale [1, 2].
Silicon photonics was pioneered by Soref during the
1980 [3]–[6]. Creating low-cost photonics for mass-market
applications by exploiting the powerful IC industry has been
the traditional motivation of silicon photonics researchers.
Silicon is used in photonics due to its good optical properties,
the low cost of the material and its easy manufacturability;
at present, however, it is not suitable for the manufacture
of active devices. Despite the success of hybrid technologies
in achieving active optical components, many people think
that only all-silicon active devices will make silicon photon-
ics a “killer technology”. Following this line of reasoning,
tremendous progress has recently been made in technological
processes based on the use of silicon substrates, which has
permitted to get reliable and effective fully CMOS-compatible
optical components and sensors [7]–[15].
In this paper we have summarized our recent results devoted
to increase the performance of both optical silicon devices
(guiding structures, high quality factor systems and photode-
tectors) and sensors for biomedical applications.
2 FANO RESONANCES IN DIELECTRIC
NEGATIVE REFRACTING PHOTONIC
CRYSTALS
Usually Photonic Crystals (PhCs) are exploited for their band
gap proprieties for devices as waveguides, resonant cavity or
multiplexing [16]–[18]. A more recent develop of applications
of this material has been opened by negative refraction be-
haviour [19, 20]. Properly choosing the lattice parameter, a,
and the hole radius r of a silicon ( = 11.9) based PhC slab, an
effective refractive index neff = −1 is obtained, i.e. opposite
to the air index. In this case, an incident k-vector coming from
the air, strongly couples with the PhC lattice and a deep res-
onance appears in the reflectance spectrum. Resonances in re-
flection spectrum of a PhCs have been used to reconstruct ex-
perimentally band structure [21] and Equi Frequency Surface
(EFS) [22], but they are very attracting in biosensing applica-
tion for the strong field enhancement and the radiation con-
finement. Indeed, in this case negative PhCs are able to trap
and detect single molecules [23]. In this field of application, a
remarkable example is represented by both surface plasmon
polaritons (SPPs) and surface enhanced Raman spectroscopy
(SERS) where the Raman signal from the analysed molecules
is enhanced by local plasmon resonances excited in proximity
of metallic nano-particles [24, 25]. Even though these kinds
of sensors present considerable resolution and sensitivity, the
large optical absorption induced by metallic layer can produce
a local heating and eventually damages in the biological ma-
terial. For these reasons, the research and the development of
alternative non-metallic enhancing substrates are particularly
appealing.
Previous studies have shown that negative index photonic
crystals (NIPhCs) can support surface waves with similar fea-
tures of surface plasmons in metals. The existence of these
plasmon-like evanescent states has been experimentally ob-
served and the agreement between the simulation and the
measured data confirmed the surface plasmon-like nature of
the measured wave [26]–[28].
In particular, the presence of the surface states from the 2D
NIPhC slab has been detected by means of an evanescent-
coupling method with a high refractive index prism and us-
ing standard ellipsometric measurements of Ψ and ∆ values.
In this case, it has been shown that a drastic change in sing
of refractive index practically acts as the change in dielectric
constant in plasmonic structures. Indeed, some resonances ap-
pear in Ψ spectrum, corresponding to a 180◦jump in phase ∆.
Moreover, the shape of these resonances are asymmetric like
in the plasmonic nanostructure described by the Fano reso-
nance [29]. A good agreement between the Fano model fit and
the experimental data confirms that pure dielectric metama-
terials behave like plasmon-polaritons materials, also in com-
plete absence of free carriers.
In our experiments, the 3D problem of a light beam incident
on a NIPhC slab with a wavevector ~k out of the slab plane
has been considered. The NIPhC slab is constituted by a 2D
hexagonal lattice of air holes in silicon and it is realized on a
Silicon-on- Insulator (SOI) wafer. In a SOI wafer, the 1.5 µm
thick top layer of silicon is large enough to ensure an effec-
tive 2D system behaviour. Indeed, the effective index for the
fundamental mode supported by a uniform slab waveguide
of this thickness is neff TE,TM = 3.45 for λ = 1.55 µm and it is
equivalent to the bulk silicon value for both TE and TM polar-
izations. If the hole radius r and lattice parameter a have ratio
r/a = 0.385, the EquiFrequency Surface (EFS) for TM polar-
ization (the electric field directed along the holes axis) of such
PhC around the normalised frequency ωn = 0.305 collapses
to the origin of the Brillouin zone (Figure 1). This behaviour
is opposed to its usual behaviour in positive refracting media,
where the EFSs expand with increasing frequency. Also, the
EFS calculated for frequencies around n have quite circular
shape, like an isotropic medium (Figure 1). The group veloc-
ity, ~vg ≡ ∂ω/∂~k, is inwardly directed, in opposite to the direc-
tion of the corresponding wavevector, so that ~vg ·~k < 0. Also,
this PhC behaves as a medium with effective index neff = 1
for the normalised frequency ωn = 0.305. For λ = 1.55 µm,
this corresponds to holes radius r = 180 nm and lattice pe-
riod a = 472 nm. A SEM image of a sample of this negative
refracting PhC (NIPhC) is shown in Figure 2.
Let~k = ~k +~k‖ the wavevector of a plane wave coming from
air and incident on the PhC slab. Respect to the slab struc-
ture,~k‖ and~k 6= 0 are the in-plane and the orthogonal compo-
nents, respectively. The in-plane component ~k‖ is conserved
at interfaces and is influenced by the periodic lattice of the
PhC. For a plane wave with ωn = 0.305 at TM polarization,
the match between the dispersion relations of the air and the
NIPhC strongly favourites the coupling between the incident
~k-vector and the wavevector propagating in the NIPhC (see
dashed and red circles in Figure 1), resulting in a very low re-
flection. This behaviour is the same of that described by the
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FIG. 1 The EquiFrequency Surfaces contours of a silicon (e = 11.9) air-holes PhC with
normalised radius r/a = 0.385, for TM polarization in the (kz,kx) plane, where (kx,ky,kz)
defines the reciprocal space of the PhC. The blue lines show the EFS contours at nor-
malized frequencies ω = 0.24, 0.28, 0.325 and 0.35, respectively. The red line shows the
EFS contour at ωn = 0.305. The dashed circle is the air dispersion curve for ωn = 0.305.
plasmonpolariton coupling between materials with opposite
dielectric constant e. In both cases a propagating wave in the
direction parallel to the interface is excited and a resonance
appears in the reflection spectrum.
In Figure 2, the experimental spectra of the reflectance in p po-
larization (corresponding to TE polarization in the slab plane)
and s polarization (corresponding to TM polarization in the
plane) for the NIPhC are presented and are called RpPhC and
RsPhC, respectively. It is evident a resonance around the wave-
length λ0 = 1.55 µm, where the refraction behaviour is nega-
tive.
A further analysis of resonances is obtained by means of the
ellipsometric measurements as in [30], where a plasmonic res-
onance is recognized as a peak in Ψ spectrum and a 180◦shift
in ∆ spectrum, where Ψ and ∆ are the standard ellipsometric
parameter defined by the equation:
rp
rs
= tanΨe−i∆ (1)
where rp and rs are the Fresnel complex coefficients. In the el-
lipsometric experimental results for the NIPhC we clearly rec-
ognize a plasmon-like resonance at λ0 = 1.55 µm (Figure 3(a).
Peaks due to a simple guided mode are shown at wavelengths
between 1420 nm and 1470 nm in Figure 3(a)). Otherwise, at
wavelengths for which the refraction behaviour is negative, a
jump of about 180◦in ∆ spectrum corresponds to the peak in
Ψ spectrum. Also, unlike the peaks due to the guided modes
in the periodic structure [21], by varying the incidence θ angle
between the incidence plane and the Γ-K symmetry direction
of the NIPhC (see Figure 3(c)), the resonance at λ0 = 1.55 µm
shows a isotropic property, due to the quite perfect circular
shape of the EFS contour (Figure 1) at λ0 = 1.55 µm.
Moreover, the RsPhC measurements test the whole irreducible
Brillouin zone in the~k space, by rotating the sample between
θ = −15◦ and +15◦ and at fixed φ = 70◦, for the hexagonal lat-
tice symmetry invariances (Figure 3(b)). At λ0 = 1.55 µm the
(a)
(b)
FIG. 2 (a) Normalized reflectance measurement: reflectance in p polarization (corre-
sponding to TE polarization in the plane) and s polarization (corresponding to TM
polarization in the plane) for the NIPhC are presented and are called RpPhC and RsPhC ,
respectively. At λ = 1555 nm deep resonance appears in the RsPhC spectrum. (b) SEM
image of the sample.
graph shows that the shape and the depth of the resonances
are almost the same for all angles, confirming the ellipsomet-
ric measurements. Indeed, the same peak at λ0 = 1.55 µm is
well recognized as θ varying, whereas other resonances aren’t
simply transformed (Figure 3(b)). Thus, any incident~k-vector
at λ0 = 1.55 µm and TM polarization excites a propagative
mode, which confines light parallel to the PhC slab, acting as
polaritonic excitations in plasmonic structures, in spite of the
absence of free carrier in the dielectric silicon based photonic
structure.
A further analogy with plasmonic behaviour arises by the
asymmetric shape of the experimental Ψ spectrum [29]. In-
deed, using Fano resonance model for fitting experimental
data a good agreement is achieve. In Figure 4 the Ψ spectrum
are plotted with Fano model equation:
f (ω) = A+ F
(qγ+ω−ω0)2
(ω−ω0)2 + γ2 , (2)
where γ and ω0 are the width and the frequency of the reso-
nance, respectively, and q is the Fano factor which determines
the asymmetrical shape.
Furthermore, in negative PhC slabs the presence of guided
mode resonances (GMRs) have been demonstrated, where
sharp resonances in the reflection and transmission spectra
appear when incident radiation is coupled with the modes of
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FIG. 3 (a) Ellipsometric results: lines in blue tones define Ψ spectra, lines in red tones
define ∆ spectra. At λ0 = 1.55 µm, the peak in Ψ is almost unchanged and the
180◦shift in ∆ spectrum appears for all θ angles. (b) Reflectance spectrum RsPhC for
some θ angles in the irreducible Brillouin zone. By varying θ, the peak at λ0 = 1.55 µm
doesn’t change shape and depth, whereas other peaks shift in wavelength and gen-
erally change shape. c) Geometry of measurements: θ is the incidence angle defined
as the angle between the incidence plane (light blue plane) and the Γ-K symmetry
direction (red arrow) of the hexagonal lattice.
the structure [31]. The reflection spectra are collected by vary-
ing the incident angle: when the coupling between the inci-
dent radiation and a guided mode occurs, a sharp peak ap-
pears in the collected signal.
Whenever coupling occurs, the radiation propagates for few
millimeters into the photonic crystal. By using an IR-camera
we collected the images of the radiation coupled into the
structure under resonance condition. Interestingly, back prop-
FIG. 4 Using Fano resonance model for fitting experimental Ψ data a good agreement
is achieved.
agation of the coupled radiation was observed, which can be
related to the negative index behaviour of the photonic crystal
under consideration (Figure 5).
Rigorous Coupled-Wave Approach (RCWA) simulations pro-
vided further information regarding this phenomenon. The
calculated time-averaged Poynting vector inverts its direction
while crossing the photonic crystal (Figure 6).
Finally, we use a new theoretical approach by directly fitting
the experimental spectrum. In [27] we experimentally demon-
strated that, in the range of negative effective refractive index,
a photonic crystal can be modelled as a Lorentz resonator. In
this way, the resonator behaviour is inherent into the mate-
rial, and the PhC is described as an homogenous material with
e(ω) given by:
e =
fω20
ω20 −ω2 + iγω
+ e∞ (3)
In such a case, we can use the usual Fresnel relations to study
the features of guided resonances in the reflectivity spec-
trum, by considering the slab as a three-layer system air/PhC
Lorentz/substrate. The calculated fit curve shows an excel-
lent agreement with the experimental spectrum, as reported
in Figure 7(a). In addition, by changing the incident angle,
the band structure of the photonic crystal can be determined.
Once again, the measured values (squares) are in excellent
agreement with the simulated dispersion curve (triangles) ob-
tained from the RCWA (Figure 7(b)).
Very recently it has been shown that a very high quality factor
(Q) can be achieved in thin photonic crystal slab with high-
index [32]. Typically these are Fano resonances that, under
special condition, can have long lifetimes. In a special subset
of design parameters, Q factor have been anticipated to ap-
proach infinity [33, 34]. We demonstrated that a suitable de-
sign of a thin photonic crystal membrane realized with silicon
nitride can exhibit a 700-fold field enhancement, evaluated
respect to the amplitude of the incident field (Figure 8). The
evolution of such Fano resonances toward a true bound state
within the radiation continuum, formally similar to quan-
tum systems with bound states above the continuum thresh-
old [35], is the origin of this phenomenon. All these resonant
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FIG. 5 Sketches of the IR camera positions (a, c) and infrared images of the illuminated SOI region when resonance occurs (b, d). The red circle indicates the spot at which the
laser is incident on the sample. Abbreviations: IR, infrared; SOI, silicon-on-insulator; PhC, photonic crystal.
FIG. 6 (a) A sketch of the incident, reflected and guided beams. (b) The calculated time-averaged Poynting vector in a 60×60 nm2 area in the xz-plane, crossing the PhC surface
under the resonance conditions. PhC, photonic crystal.
FIG. 7 a) Comparison between theoretical and experimental values. The fitted curve (red line) shows good agreement with the experimental spectrum (blue line). b) Comparison
between the calculated (triangles) and measured (squares) band structures.
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FIG. 8 A vertical cut of the Electric Field amplitude in resonance condition calculated by using FTDT approach in the unit cell.
states may have a variety of potential applications because it
involves very narrow coupled resonances with a high Q value
in an open structure and in lossfree media.
3 NEAR INFRARED SILICON
PHOTODETECTORS
In order to develop all-Si PD and to take advantage of low-cost
standard Si-CMOS processing technology without additional
material or process steps, a number of options have been pro-
posed: two-photons absorption (TPA) [36], incorporation of
optical dopants/defects with midbandgap energy levels into
the Si lattice [37] and internal photoemission effect (IPE) [38].
The main advantages of these devices reside in their extremely
large bandwidth and simple fabrication process, but, unfortu-
nately, their efficiency is very low.
IPE is the optical excitation of electrons in the metal to energy
above the Schottky barrier and then transport of these elec-
trons to the conduction band of the semiconductor. The stan-
dard IPE theory is due to Fowler [39]. However, the Fowler’s
theory was obtained without taking into account the thickness
of the Schottky metal layer. The enhancement of IPE in thin
metal film was theoretically investigated by Vicker who intro-
duce a multiplicative factor to the Fowler’s formula [40]. Fi-
nally, a further enhancement in IPE can be obtained due to the
increase of the reverse voltage which lower the Schottky bar-
rier increasing the amount of emitted carriers [38]. Concerning
photodetectors, due to the very low signal-to-noise ratio, for a
long time IPE-based Si PDs, at IR wavelengths, were believed
usable only at cryogenic temperature. However, in order to
enhance the photoemitted current with respect to the noise
dark current, many structures have been proposed based on:
surface plasmon polaritons (SPP) [41], micro- and nano-metric
optical waveguide [42], optical microcavity [43].
3.1 IPE enhancement by an optical
microcavity
In 2008, we experimentally demonstrated the influence of the
optical microcavity on IPE for a Schottky Si junction [43]. In
that work we proposed a device realized by a resonant cavity
Fabry-Perot structure formed by a dielectric bottom mirror, a
metallic top mirror and, in the middle, a silicon cavity (Fig-
ure 9(a)). The dielectric bottom mirror is a distributed Bragg
reflector (DBR) formed by alternating layers of amorphous hy-
drogenated silicon (a-Si:H) and silicon nitride (Si3N4) having
λ/4 thicknesses, while, the top mirror was realized by a cop-
per (Cu) layer working both as absorbing material and as op-
tical mirror.
Responsivity measurements were carried out in the range of
1545–1558 nm (step of 0.05 nm) showing a cavity finesse F
and responsivity of 4.7 and 4.3 µA/W, respectively, for a
DBR realised with five pairs of Si3N4/a-Si:H (reflectivity 99%).
Then, in the 2010 we showed that by reducing the size of
the device a further increase in responsivity of twice (its
value was about 8 µA) could be obtained [44]. Finally, in
2012 we demonstrated, both theoretically and experimentally,
that a significant increase in responsivity of 0.063 mA/W
could be obtained by fulfilling the critical coupling conditions
(Figure 9(b)) [45].
3.2 IPE enhancement by a waveguide
structure
From the IPE theory is well-known that emission of pho-
togenerated carriers into silicon can be increased by low-
ering the potential barrier. It can be obtained by applying
a reverse bias to the Schottky junction [38], but, unfortu-
nately, the higher the revere voltage, the higher the dark
current. Increase in dark current could be limited by re-
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(a) (b)
FIG. 9 PD reported in ref. [43]–[45]: (a) Schematic cross section and (b) responsivity vs wavelength [45].
ducing the Cu active area in contact with Si but, in this
case, the light coupling on a small size of absorbing layer
is not a trivial task to reach. A guiding structure can be
used in order to overcome this drawback. Very recently we
proposed a silicon-oninsulator (SOI) waveguide asymmet-
ric metal-semiconductor-metal (MSM) PD based on IPE and
working at 1550 nm (Figure 10(a)) [46]. The main novelty of
the structure was that the absorbing metal (Cu) is in contact
with silicon only on the vertical wall of the optical waveguide.
The main advantage was that the device is able to tackle typ-
ical responsivity/dark current trade-off, afflicting IPE-based
devices performances. Taking advantage of a small contact
area of about 3 µm2 it was possible to increase the reverse
applied voltage up to 21 V with a very low dark current of
2.2 nA. In addition an increased responsivity of 4.5 mA/W
(Figure 10(b)), and a bandwidth of 1 GHz were demonstrated.
Finally, the device exhibits the capability to extend its wave-
length cut-off under an applied reverse bias and could be use-
ful for applications in the mid-infrared regime [46].
Unfortunately, device responsivity is greatly afflicted by
losses due to reflections of the travelling radiation on the
Cu metal layer; hence only a small amount of light can be
effectively absorbed. This drawback could be overcome by
creating an optical microcavity fabricated by etching deep
trenches on the silicon rib waveguide in order to realize a
grating reflector. Grating design is very important to fulfil
critical coupling conditions. Starting from a SOI substrate
(3-µm-thick buried oxide and 1.5-µm-thick top Si), a 2-µm-
width rib waveguide has been designed to have mono-modal
behaviour (rib height: 1.5 µm and slab height: 1.05 µm) and
the results of our simulations of Figure 11(a) show a funda-
mental mode effective refractive index of 3.456. In addition,
we have calculated than the effective refractive indices span
between 3.424 and 3.456 when the rib height are 1.05 µm and
1.5 µm, respectively (Figure 11(b)).
By considering 3.424 as low refractive index and 3.456 as high
refractive index and taking into account the Bragg wavelength
(λB):
λB = 2neffΛ, (4)
where neff andΛ are the effective refractive index and the grat-
ing period, respectively, a grating period of about 224 nm and
a grating length of 56 µm at 1550 nm can be estimated to fulfil
critical coupling conditions.
3.3 IPE enhancement by two-dimensional
materials (graphene)
In a recent paper Amirmazlaghani et al. [47] show that canon-
ical Fowler’s theory is not suitable to describe Schottky junc-
tions where a two-dimensional layer plays the role of the
metal. The main reason is that, due to the two dimensional-
ity of the material, the photoexcited carriers have more chance
to gain the right momentum to overcome the Schottky barrier
providing a significantly increase in responsivity. Graphene
is a twodimensional emerging material that is able to form a
Schottky junction on Si [48] and due to its excellent electrical
properties it is the best option to realize IPE-based devices.
Responsivity (R) of IPE-based graphene/Si Schottky PD can
be calculated as [47]:
R =
λ
1.24
· A
2
·
(
1.24
λ
)2 −Φ2B(
1.24
λ
)2 (5)
where λ is the wavelength, A the graphene absorption andΦB
is the graphene/Si Schottky barrier.Unfortunately due to the
low graphene absorption (only 2.3%) only a limited respon-
sivity can be expected, however, by introducing the Schot-
tky junction inside e Fabry-Perot microcavity a significant in-
crease in responsivity can be obtained. In the following, the
design of a microcavity Schottky graphene/Si PD, based on
internal photoemission effect at 1.55 µm and working at room
temperature, is described and its efficiency has been numeri-
cally calculated. Proposed device is similar to that shown in
Figure 9(a) where metal is replaced by a graphene layer. It
is a very simple Fabry-Perot vertical-to-the-surface structure
formed by a bottom and a top metal mirror surrounding a
λ/2 silicon layer. While the graphene/silicon interfaces acts
as top mirror, a distributed Bragg reflector (DBR) serves as
bottom mirror. DBR could be realized by alternating layers of
amorphous hydrogenated silicon (a-Si:H) and silicon nitride
(Si3N4) deposited by a plasma enhanced chemical vapour de-
position (PECVD) technique as we have shown in our pre-
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(a) (b)
FIG. 10 PD proposed in ref. [46]: (a) sketch, (b) responsivity vs reverse voltage.
(a) (b)
FIG. 11 (a) Simulated transverse mode profile for a SOI waveguide with a rib height of 1.5 µm and a slab height of 1.05 µm. (b) Simulated change in refractive index in function
of the rib height (H) while slab height is considered fixed at 1.05 µm.
vious work. The samples could be fabricated starting from
a quasiintrinsic bi-polished 100-µm-thick silicon wafer. Sub-
strate should be chosen quasiintrinsic in order to avoid free
carrier absorption.
In order to estimate the theoretical quantum efficiency of the
graphene/Si PD, we take advantage of Eq. (5) while for the ab-
sorption calculation a numerical method, based on the Trans-
fer Matrix Method [49], has been used. By taking into account
the refractive indices at 1550 nm of graphene (3+i1.81λ) [50],
Si (3.45) [51], Si3N4 (1.82) [44] a-Si:H (3.58) [44] and a potential
barrier ΦB of 0.76 eV [52], Figure 12 can be derived.
Figure 12 shows the effects of the cavity on the device perfor-
mance. It is worth noting that the higher the DBR reflectivity,
the higher the device responsiviy. We note that a maximum
responsivity enhancement of more than two order of magni-
tude, due to the presence of a 5-pair DBR, can be achieved
with respect to the structure where no cavity effects are con-
sidered. Device with no DBR has been fabricated in our clean-
room and its responsivity is higher more than one order of
magnitude than that of a similar device realized with Cu [43].
Graphene/Si Schottky PDs incorporated into a microcavity
structure are very promising to be employed in the telecom-
munications.
FIG. 12 Calculated responsivity vs wavelength for the graphene/Si PD provided of 1-pair
(red line), 3-pair(green line) and 5-pair (black line) a-Si:H/Si3N4 DBR, while blue line
refers to a PD device with no effect.
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4 SIL ICON BASED MICROARRAY FOR
BIOMEDICAL APPLICATIONS
Silicon, and silicon related materials, has been by far largely
exploited in the field of biomedical applications due the stan-
dard high precision fabrication techniques. Siliconbased opti-
cal microarrays are among the most used devices [53]: even
if in genomic experiments this technology has been replaced
by deep sequencing, microarray is still a workhorse in small
laboratories everyday work, especially in proteomic and per-
sonalized medicine. The fabrication of such a device requires
the selection of a proper mask material that should protect the
silicon surface during the integration of a transducer element:
for example, is this the case of electrochemical etching pro-
cess needed for the realization of porous silicon (PSi) optical
elements. The standard material used is chemical vapour de-
posited silicon nitride, which is a very effective masking ma-
terial against electrochemical dissolution, but often does not
allow thermal oxidation due to surface cracking in case of hy-
drogen escape at high temperatures. As some alternative ap-
proaches, we exploited the plasma deposited amorphous sili-
con and the SU8 photoresist as masking materials [54, 55]. In
the following, we report our best achievements in microarrays
fabrication by using these two alternative approaches, in com-
parison to the standard silicon nitride process. The device de-
signed is a photonic microarray of porous silicon Bragg reflec-
tors on a crystalline silicon substrate that has been realized us-
ing a technological process based on standard photolithogra-
phyand electrochemical anodization of the silicon. The array
density is of 170 elements/cm2 and each element has a diam-
eter of 200 µm. All fabrication steps have been monitored by
spectroscopic optical reflectometry. The integration of porous
silicon elements in a microarray, a proper technological pro-
cess had to be designed, depending on the masking material
used. The silicon substrate was a highly doped p+-type wafer
with a resistivity of 0.001 Ωcm, < 100 > oriented and 500 µm
tick. The first microarray has been fabricated by using amor-
phous silicon as masking material. The photoresist ARN4340
was spin coated on the silicon substrate and patterned by a
standard photolithographic process, in order to obtain silicon
spots of 200 µm. Then, a 600 nm thick layer of amorphous
silicon has been deposited on the substrate by sputtering pro-
cess; the substrate was washed in piranha 100◦C for 20 min,
in order to remove photoresist. Finally, the silicon wafer with
amorphous silicon mask was electrochemically anodized in a
HF-based solution (50 wt. % HF : ethanol = 1:1) in dark and at
room temperature. The result of the electrochemical etching is
shown in Figure 13 that shows uniform PSi regions (in green).
The reflectivity spectra of the Bragg mirrors at normal inci-
dence, randomly chosen in the whole area, are characterized
by resonance peaks around 1032 nm and a FWHM of about
57 nm (Figure 14). The proximity of all peaks in the spectra is
an indirect proof of the electrochemical etch homogeneity on
the whole microarray surface.
The second microarray fabrication flow process is based on a
direct use of the SU8 photoresist as masking material: in par-
ticular, a layer of about 10 µm thick was spincoated on the sub-
strate and patterned by a standard photolithographic process
in order to obtain free silicon spots of 200 µm. Finally, the sil-
FIG. 13 Porous silicon elements realized by masking the silicon with amorphous silicon.
FIG. 14 Reflectivity spectra of the PSi Bragg mirrors.
FIG. 15 A porous silicon element realized masking the silicon with SU8 photoresist.
icon wafer was electrochemically anodized as previously de-
scribed. The result of the electrochemical etching is shown in
Figure 15.
The silicon nitride based technology requires a more complex
process flow, in particular the deposition of a 1.6 µm thick
layer by PECVD. A standard photolithographic process was
used to pattern the silicon nitride film, which has been sub-
sequently etched by RIE process in CHF3/O2 atmosphere. Fi-
nally, the silicon wafer was electrochemically anodized as pre-
viously described. The process is not as simple as those afore-
mentioned, and more than one technological step is required.
However, the results are better than those with photoresist,
from both mechanical and optical point of views. The optical
microscope image of the microarray and the reflectivity spec-
tra of some Bragg mirror elements are reported in Figure 16.
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(a)
(b)
FIG. 16 Optical microscope image of the microarray and reflectivity spectra of the PSi
Bragg mirrors obtained by using silicon nitride film.
In this case, there is not any under-etching below the mask
material and the optical spectra of different photonic element
are really very similar, thus confirming the uniformity of the
PSi fabrication on the whole area.
These structures can be easily integrated with microfluidic
circuits constituting low-cost, easy to use lab-on-chip for
biomedical applications [55, 56].
5 CONCLUSIONS
In this work we have reported on the advances of our activ-
ity in the field of Si micro and nanophotonics. First, we have
reported on Fano resonances in dielectric negative refracting
PhC and we have showed that a design of a thin slab negative
refracting PhC realized with silicon nitride can exhibit a 700-
fold field enhancement (evaluated respect to the amplitude of
the incident field) resulting very promising for all photonic
silicon devices based on nonlinear phenomena. Concerning
photodetection, PDs based on IPE working at 1550 nm and
at room temperature, have been reported. The best perfor-
mance of our device in term of responsivity, bandwidth and
dark current are 4.5 mA/W, 1 GHz and 2.2 nA, respectively.
Our results demonstrate that these devices are already suit-
able for power monitoring applications and new perspectives
seem to be opened by the rise of new two dimensional mate-
rial like graphene. Finally a microarray of porous silicon Bragg
reflectors, on a crystalline silicon substrate, have been realized
using a technological process based on standard photolithog-
raphy and electrochemical anodization of the silicon. The ar-
ray density is of 170 elements/cm2 and each element has a di-
ameter of 200 µm. All fabrication steps have been monitored
by spectroscopic optical reflectometry. To integrate porous sil-
icon elements in a microarray, a proper technological process
has been designed. We believe that our results will be able to
open new frontiers in the field of low-cost silicon micro and
nanophotonics.
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